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introducing a large number of background beam-
ion events. No indirect beam-beam compcnsation
scheme has moved beyond the conceptual stage,
to date.

Betatron phase cancelation A single set of
beam-beam resonances may be eliminated by ad-
justing the phase advance between neighboring
IPs in a storage ring [18]. For example, if the
phase advance between two IPs is A¢, = Ag, =
2n(p/N + q) (p.gq, N integers, p odd), then all
beam-beam resonances of order N are canceled.
This scheme, which has not been tried in practice,
relies on the collision points being clustered - not
smoothly distributed around the circumference.
Other resonances, tune shifts, and tune spreads are
left uncompensated.
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2.7 POLARIZATION

2.7.1 Thomas-BMT equation
T. Roser. BNL

Precession of polarization vector Pofa particle
with mass m and charge Ze [1, 2, 3, 4],

dP
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P is defined in the particle rest frame, E and B
in the laboratory frame. B=B + ﬁu, EII =
(T- B)Yi/v2

In the frame rotating with ¥ given by the
Lorentz force equation and assume El! =0,
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G = ’%2 is the anomalous magnetic moment;

g = 22—';’% is the gyromagnetic ratio (Landau fac-
tor).
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2.7.2 Spinor Algebra
T Pnoor BNT,

A. AXUOUT

Coordinate frame symbols and indices: (1,2,3)
=(radial outward, longitudinal forward, vertical
up) = (&, 8, ¥). Pauli matrices:

¢ = (01,02,03)

/o 1\ /70 /1 0 \1

=[(16)(5 9 ) (o )
gy0y = 0’20’2:0303=I (1)
o307 = —oy03 =i0y (cyclic perm.) (2)
tr(o;) = 0, det(o;) =—1 3)
@ a)(¢-8)=(ab)+ic-(@xb) @

Spinor representation of normalized vector P:
P =ty
1 14+ P

= — 5
> w vm p‘ +,.,/P2 ) ( )

Thomas-BMT equation in spinor or unitary repre-
sentation:

P _5. p
dt
d) i/, =\
- G 0
L =2\
dlo-F ; o
o =G =319 (-P)

Solution for constant €} : (Axis 71, |} = w):
B =M@u)v©), oo D
(aﬁ@gzmummMaﬁmngmm)
Rotation operation M by angle ¢ = wt around
axis n:

N

S
~
3>
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One-turn matrix M ( 9)'
Mo (0) = -+ My M, 11

where 4 is the starting (and ending) azimuth. The
spin tune v, and the spin closed orbit ng (also
called 71y axis or stable spin direction) are

. . 1 s
Cos (TTVgp) = §tr( Vip (0)) (12)
independent of 8
. i/2 .
fig () = ——tr (6' My (0)) (13)
sin (mVsp)
2.7.3 Spin Rotators and Siberian Snakes
T. Roser, BNL

“Spin Rotators” rotate P without changing v'.
Examples of Spin Rotators:

1. Wien Fllter Transverse E,., B, with condi-

1_a2 =
tion =5= Exy _ i;;QL—BJ_,
Ze(l + J) rB d
= s
v meBy? / +
Mwien = C€OS— —igzsint ¢))
2 2
2. Solenoid:
_ Ze(14G) ¢ Buds
v = meSy / 145
7
Msolenoid cos o — iozsin o @)
Example: ¢ = 90° and p = 1 GeV/c re-
quires [ Bjds = 1.88 T-m for protons and
J Byds = 5.23 T-m for electrons.
2 Dinole
- Ull.l\}l\/
ZeG
mef3 J
Mpipote = €08 ¢ _ 103 sin hd 3
2 2
Example: ¢ = 90° and 8 =~ 1 re-

quires [ Byds = 2.74 T-m for protons and
[ Byds = 2.31 T-m for electrons.

4. Full twist helical dipole with
B(s) = By (sm 213 0, cos ‘"s) A> s>
0:

= 277[\/14r 2—1}
SO L X J

M = cosf—i(02+xa3)sin§ @
1\ ZeG BoA

X = (1 n—j -
Uy e <Zm



5. A “Full Siberian Snake” rotates P by 180°
(p = m) around an axis in the horizontal
plane with angle o from & (Snake axis an-
gle) [1]:

M; Snake

)

—i(o1cosa + ogsina)

Note:

® MDipoleMSnakeMDipole = Mspake-

(ii) Type 1 snake: snake axis is longitudinal (o =
90°)

(iii) Type 2 snake: snake axis is radial (o = 0°)
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2.74 Ring with Spin Rotators and Siberian

Snakes
T. Roser, BNL
1. Ideal ring without spin rotators or Siberian
snakes:
My (0) = exp (—iosnGy) (D
Note: vgp = G7.

Ring with solenoid (partial type 1 Siberian
snake) at 8y = 0 {1]:

My (0)

cos (—g cos (wGy)

101 sin g sin ((m — 6) G)
oy sin g cos ((w — 8) G7)
@)

iog cos g sin (7G"y)

Note: cos(7vsp) = cos & cos (1Gy).

3. Ring with full Siberian snake with axis angle
o at by = 0:
Mo () = —i[orcos(a— (7 —6)G)

+ ogsin(fa— (m—6)Gy)] 3)
Note: vp = £ forall 6; 0 = 7 — g =
Zcosa + ssina
4, Ring with two full Siberian snakes with axis
angles o, and o at 0, and 0y, :

My () = —exp(—igsX)
X = ap— Qg+ (1 — O+ 0,)Gy

C))

Note: My is energy independent for 8, —
0, = m; then vgp = 3 ( — ).
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5. Ring with N pairs of full Siberian snakes
with axis angles o, and o}, at 6}, and 6}:

Mo(6) = (-)Mexp(~iosx) 9
N
= 3 (oh- o)
i=1
N . -
+ ln— (a;,-o;)] Gy
=1
Note: My is energy independent for

N

6-6) -
i),

1 N i
T izl (aZ = Oy

m;, then vy
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2.7.5 Depolarizing Resonances and Spin
Flippers
T. Roser, BNL

Thomas-BMT equation with azimuthal coordi-
nate # as independent variable and the fields ex-
pressed in terms of the particle coordinates:

i i[ Gy —¢
o= | e | M
£ = —p/ (1+GY)

“ifareny -pa+0) (Y]

where p is bending radius. Resonance strength is

[1]
1
EK = é—%?{gexp (—iK6)do )

K = kP + v, : intrinsic resonance from vertical
betatron motion, P is the super periodicity
K = k . imperfection resonance from vertical
closed orbit distortions.

For isolated resonance: £ = ¢k exp (1 K6).
In frame rotating around g with tune K,

YK = exp (%K%s) Y
dwK i G’)’ - K —€K )
do - "5( ——6;(- K—G’)’ 1/11((3)
Under adiabatic conditions:
Gy— K
P, = (Gy - K) @

V(G — K)? + ek



Passage through an isolated resonance, Froissart-
Stora Equation [2]:

Prinal ™ ‘6K|2
—— =2exp| ——— ] -1 &)
Pinitial P 2a

with o = d(di,;’) (crossing speed). Fast passage

— Prinal ® Phitial- Slow passage — FPppa) &
— Pyitiat — spin flip.

Artificial resonance from local oscillating field (w
= applied frequency, wp = revolution frequency):

B“ = B” CcOos (wt)
(1+a) [ Byds w
SR S/ et b G Sl
€K 47 Bp '’ + wo
(6)
B, = Bjcos(wt)
. :(1+G7)fBlds;K_ c
4T Bp wo
€))]

Spin flip by ramping artificial resonance through

resonance condition with speed «:

Kend — Kstart

= 8

2rN ®)

where N is number of turns during ramp. For
more than 99% spin flip:

1

Kend — Kstart > l4ck 5 ex 2> W ®

In a ring with Snakes (v, = 3) additional
higher order ‘Snake’ resonances [3] occur at ener-
gies close to intrinsic resonances of the ring with-
out Snakes when the fractional vertical betatron
tune
2k -1
T 2020 1)
With vertical closed orbit distortions Snake reso-
nances also occur when

2k — 1
Avy =500

A, (10)

an
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2.7.6 Polarized Proton Beams and Siberian
Snakes
A.D. Krisch, U. Michigan

In 1973, the first polarized proton beam was suc-
cessfully accelerated in the Argonne ZGS. The
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depolarizing resonances were not too strong in the
weak focusing ZGS; thus it only required care-
ful orbit control and fast betatron tune jumps to
maintain the polarization while crossing the reso-
nances [1].

Correction
Dipoles

Pulsed
Quadrupoles

Power
Supplies

Internal
Polarimeter

High Energy
Polarimeter

To

faenza ~Experiments

Figure 1: The complex individual depolarizing reso-
nance correction hardware installed in the AGS [2].

In 1984, polarized protons were first acceler-
ated at the Brookhaven AGS. Maintaining the po-
larization was much more difficult, because the
strong-focusing AGS has strong depolarizing res-
onances. As shown in Fig.1, the AGS required
complex hardware modifications for this difficult
job. Moreover, 45 resonances needed to be cor-
rected individually to maintain the polarization up
to 22 GeV. A typical AGS resonance correction
curve is shown in Fig.2 [2]. The polarized beam
tune-up required 7 weeks of dedicated AGS oper-
ation. Clearly this individual resonance correction
technique was impractical for a much higher en-
ergy, since the number of imperfection resonances
to be crossed is F / (0.52 GeV). Thus, it became
clear [3] that Siberian snakes [4] (Sec.2.7.3-4)
were needed to accelerate polarized protons above
30 GeV.

Many Siberian snake experiments have been
performed at the 500-MeV IUCF Cooler Ring.
The snake was a 2 T-m superconducting solenoid
installed in a 6-m straight section, as shown in
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(max for 90° scattering):
ind o!
A = sin® ¢’ < 1 e
(3+cos?26)2 — 9
(74 cos?¢') sin?¢’ 7
= < —
A (3 + cos? 0')? -9 (22)

The polarized electron targets in Mgller po-
larimeters typically consist of thin ferromagnetic
foils exposed to a ~ 100 gauss external magnetic
field oriented with a given angle to the foil axis.
A 8.3% maximum polarization of the target elec-
trons (2 external out of 26 electrons per iron atom)
has been achieved. The target polarization is mea-
sured to 1.5 — 2.0% precision (1.7% at SLAC).

The full beam polarization vector is deter-
mined by varying the foil orientation relative to
the beam.

The analyzing power of Mgller polarimeters
need corrections due to orbital motion of inner
shell target electrons [14] (momenta comparable
to e* rest mass).

Fig.3 shows the SLAC E-154 Mgller Po-
larimeter [15, 16]
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Figure 3: The SLAC Mgller Polarimeter.
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7.6.2 Proton Ream Polari
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T. Roser, BNL

(8]

metare
meLers

Beam polarization is typically measured using a
nuclear reaction in a plane that is perpendicular to
the polarization direction. The polarization P and
its statistical error AP (for PA < 1) are calcu-
lated as:
lNL_NR.AD_l 1 (1
T ANL+Ng'T  AJVNL+Np
A: Analyzing power of nuclear scattering or reac-
tion
Nr(Ng): Number of particles observed to the left
(right) of the beam.

If the beam polarization is alternated between
+ (along the stable spin direction n) and — (oppo-
site to the stable spin direction n) the polarization
can be measured with much less sensitivity to sys-
tematic errors:

o 1/NENg — /NN
A NENg + /NN

D __

F )

AP = i - Q)
VNF + NE+ Np + Ny
See Tab.1.
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Table 1: Typical nuclear reactions used for proton beam polarimeters.

Energy Reaction Kinematic region Anal. power
<01GeV |p+“C—p+4C § ~ 50° A=~08...09
1GeV [p+C—-p+ X 6~ 15° A~02...06
1...20GeV (p+p—p+p t~ —0.15 (GeV/c)? Azﬂﬁ—z—/c
> 20 GeV p+p—p+p t ~ —0.0001 (GeV/c)? A~ 0.04
p+2C -7t ) 4+ X [ pr~05GeV/c;zrp ~ 05 | A~ 0.15
7.7 CONTROLS AND TIMING Client programs often need information from

K. Rehlich, DESY

Change in computer hardware and software is
rapid on the scale of accelerator construction
schedules. Nevertheless software development
must begin early to be ready in time. Most of
the investment in a control system goes into the
software and front-end electronics. For front end
components the use of industrial standards is now
quite safe as systems such as VME have shown a
long lifetime.

Software development should be based on the
new industrial methods. Object oriented tools
have proven to be very powerful for control sys-
tem dpsign In addition to obiect orientation, im-

CI LY v an. Aid WRansaiallal WS s VL0 RARRAUA, Ak

plementation on more than one platform leads

to better design and helps to prepare for the in-

evitable evolution of computer systems during the
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chitecture of a system and argu for a clear modular

agion nfhardwuora and gnféurara tnontha
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UL3igil Ul laluwaill alll sviiwai o LUSCulCr.

Architecture As shown in Fig.1, the overall ar-
chitecture consists of three layers of computers. A
top level with display or client programs, a front-
end layer with device servers and I/O and a mid-
dle layer with powerful group servers. The upper
layer is the interface to the operators. These upper
services should be available to the consoles in the
control room, the experts working at the machine
and the specialists in their offices. All of them
should be able to use the same programs. Only the
level of details presented should be different, but

nonctheless available to all levels of users. Mod-
ifications of device data must be nrotected with

AL AV VL LUVIALL U pARRLAAAL

access rights.

< and cliant nroor Q
SH‘xCS ai0 lot TS alig Ciient programs

a lot of data from the front-end and the middle

lavar a fagt natwwnrk iq

3

[aFan o
tof user

:aYCI, & iast BCIWOIK 1S BICCTssary to da(:\’)uple uic
display stations. A net switch that routes pack-
ets from the clients to their servers pr“v"d“s the

important bandwidth.
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a group of devices or need to operate on such a
group. A middle layer server should provide such
collective reports and controls. Likewise, the mid-
dle layer should supply frequently requested data
of all its front-end computers in a single block
transfer. Proxy services may also be added since
the middle layer servers can be faster than the
front-end computers. But, a direct access to front-
ends (and not just for debugging purposes) is still
necessary. In general, the middle layer imple-
ments higher services and improves the perfor-
mance of the system.

Data bases,

10y
{10

and other kind of servers without direct device

. : AATa 1
connections should be placed in the middle layer

also. Subsystems of the machine use their own

ith £ ¢ A +
subnet with front-end computers.

file servers, simula
file servers, st

muial

n Qo
NI

et _awd

Thc fi‘ OIiL-CNas
are distributed and close to the devices of the ma-
chinc. Somc hardware is directly connecied to the
device servers, other equipment use field busses
to connect the front-end electronics to the device
servers. Fieldbus electronics introduce a further
level of computers in the system. Programmable
Logic Controller (PLC) and “intelligent” devices
are exampies of such stand-aione processors.

All group servers and most front-end servers
are equipped with disk drives. The other device
servers mount their file systems from the cor-
responding group server. If a front-end has to
run stand-alone in case of a network problem, it
should have a direct connected disk or must have
the program and data files in memory. Archiving
of all data from the equipment can consume a high
portion of the network bandwidth if the storage is
not in a local disk.

v N + nf tha A - ad
Front-end ¢ UUlllPul.\zl. Most of the device iﬁpu1.

and output channels connect via VME modules

Aar Kaldheig alantenning ta tha daciaa e

OF 1IC1a0us CiCCuonics 1o uic afvict SCrvers.
VME system is designed for a reliable industrial
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t\lluUbl anly coupuler,

analog or digital input/output module and field-



